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Amendaneiits to the rifliiit^ 

Claims 2-5, 7-10, 12-15 and 17-21 have been amended herein. Please note that aU claims 
currently pending and under consideration in the referenced application are shown below. Please 
enter these claitns as amended. This Ksting of claims will replace all prior versions and listings 
of claiins in the application. Please cancel claims 1, 6. 11 and 21. without prejudice to the filing 
of one more prospective continuation applications including same. 

Listing of Qahns; 

1. (cancelled). 

4 (currently amended) The method of claim 5, [[I,]] wherein the dormant network 
connections comprise point-to-point protocol connections. 

3L (currently amended) The method of claim 5, [[1.]] wherein the first and second 
infcastiucture elements comprise packet data service nodes. 

4. (currently amended) The method of daim 5, [[1,]] wherein the identifiers 
comprise service reference identifiers. 

5< (currently amended) A method of informtnf> a packet data services network of 
dormant network connections associated with a mnh i le station when the mobile station moves 
ftQm a first infifastrucnire element of t h e packet data services network to a second infrastnicniTf. 
element of the packet data services n etwork, the method comprising the step of; 

transmitting from the mobile station to t he second infrastrucnire element of the packet 
d ata services networic a message incl u dine a number of domiant network connections associated 
wi th the littobile station and a Ust of identifiers aiiso c iated with the dormant network connections, 

Thomothod of claim 1, wherein the message comprises an origination message including 
an indicator that the dormant network connections are dormant. 
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6. (cancelled). 

7. (currenily amended) The mobile station of claim l^L [[6,]] wherein the donnant 
network connections comprise point-to-point protocol connections. 

:8. (cuiiEntly amended) The mobile station of claim 10» [[6,]] wherein the first and 
second.ihfrastructUTB elements comprise packet data service nodes. 

9. (currently amended) The mobile station of claim 12. [[6]] wherein the identifiers 
comprise service reference identifiers. 

j 

Ip. (currently amended) A mobile st ation confipured to infomi a packet data services 
networi^iof dormant network connection s associated with the mobile station when the mobile 
station iftQves from a first infrastructure el e ment of the nacket data servi ces network to a 5^ot.h 
infiastmeture element of t he packet data services network, the mobile station cnmp risinf>- 

an antenna: 

aiprocessor coupled to the antenna: and 

a' processor-ieadable medium accessibl e bv the p r ocessor and containing a set of 
ins tructions executable by the processor to modulate ? nd transmit from the mobile station to tl^^ 
geCOnd infrastructure element of the nan k et data services network a message including a number 
of dormant networic connections associated with th e mobile station and a list of identifien; 
associated with the dormant network connections. The mobilo ctation of claim 6 -, wherein the 
messag^ jcomprises an origination message including an indicator that the donnant network 
connections are dormant. 

II. (cancelled). 
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12. (cuirenUy amended) The mobne station of claim 15. [[1 IJ] wherein the dormant 
network connections comprise point-to-point protocol connections. 

13. (currently amended) The mobile station of clahn 15, [[11 J] wherein the first and 
second mirastructure elements comprise packet data service nodes. 

14. (currently amended) The mobile station of claim 15, [[11,]] wherein the 
identifiers comprise service reference identifiers. 

1 5. (currently amended) A mobile sta tion configured to inform a packet data .services 
netWQxk of dormant network connections as sociated with the mobile station when the mohilg 
station moves from a first infrastructure e l ement of the packet data services network to a second 
infrastructure element of th e packet data services network, the mobile station fifimorisinsK 

a^device configured to transmit from the mobile station to the second infrasinictim> 
element of the packet data services networ k a message including a number of dormant network 
connections associated with the mobile s t ation and a hst of identifiers associated with the 
dormant inetwork connections, The mobile station of claim 11. wherein the message comprises 
an origirtation message including an indicator that the dormant network connections are dormant. 

16. (cancelled). 

17. (currently amended) The mobile station of claim 20» [[16,]] wherein the dormant 
network coimections comprise point-to-point protocol connections. 

18. (currently amended) The mobile station of claim 20^ [[16 J] wherein the first and 
second infrastnicture elements comprise packet data service nodes. 

19. (currently amended) The mobile station of claim 20, [(16JJ wherein the 
identifiers comprise service reference identifiers. 
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ko. (cmrenay amended) A mobile sta tion COnfigiiffid to inform a packet data sftTviri^ 
netwQrl| of dormant networic connections associatftH wit h the mobile station when the mnhilA 
st^QH jnoves from a first inftastrucmre ele m ent of the naclcet data services network to a ser^ nf^ 
infrastnjctwQ element of the packet data s o rvices network, the mobile station comp rising: 

Jjiem for transtnitTina from the mobile station to t h e second infiastmcture element nf thp 
packet data servtg^ network a message including a numbe r of dormant network connections 
associated with the mobile station and a list of identi fi ers associated with the dormant network 
connections, Tho mobUo elation of claim wherein the message comprises an origination 
message including an indicator that the dormant network connections are dormant. 

i 

ll. (cuirently amended) An apparatus for informing a packet data services network 
of dormant Internet Protocol (IP) instances associated with a mobile station when the mobile 
station naoves &om a first infrastructuie element of the packet data services network to a second 
infrastmcture element of the packet data services network, the apparatus comprising: 

Ejieans for establishing IP instances; 

i^ans for transmitting from the mobile station to the second infrastroctmB element of the 
I packet data sorvices network a message including a number of dormant IP 
instances associated with the mobile station and a list of identifiers associated 
with the dormant IP instances, wherein the mess age comnrises an origination 
message includinp; an indicator that the dnrmant T»>t^oric connections axe 
dormant . 
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